OR OTHER SUITABLE MATERIAL,

] — EARTHEN BACKFILL

j@ FULL WIDTH OF TRENCH _|
EARTH OR EARTH AND ROCK, P305mm(l2")MlN- o—

ROCK SHALL NOT EXCEED
305mm(I2’) IN ITS LONGEST.
DIMENSION

Lo S TIR2mmiBT) MIN. -
. o 0 -
o .

D

78

. O“ .

T

e Simm(2") BELOW THE PIPE
5'17:;: Sy ° Lo Y_BELL OR 102mm(4’) BELOW

THE PIPE BARREL,

CLEAN CRUSHED STONE BEDDING —

@ 10mm(3/8")MAXIMUM  SIZE

WHICHEVER IS GREATER

PIPE BEDDING

T oS el 1, [ —szmm(Eun
BEDDING
CONCRETE
MCIB MIX NO.
% A 480-1-4
g=
CONCRETE CRADLE QUANTITY ’E% i
PIPE_SIZE [CU._M/M. [CUYDS/FT] E|E !
203mm (B INCH) | .080 (.032) O] [ip e\
254mm (0 " )| 095 (038 ) VO [a 200N S
305mm (2 " )| 108 (.043) g a A AT
38 mm (5 " ) 143 (057) | YATRCAL |y Tt e A z
457mm (18 " )|___.ISl (076) * Z
533mm (21 " )| 243 (097) | g OUTSDE DA, PLUS 305mm({i2) g
6lo0mm (24 * )| 30 (J20 )
CONCRETE CRADLE
THIS DRAWING SUPERSEDES ADOPTED
STANDARD DRAWING PB ~EVISED
ENTRY NO. 8180 BY | DATE | APP | DATE
REVISED 9-19-75 © DRECTOR OF PUBLIC WORKS DATE
ENTRY NO.780891
KANSAS CITY, MISSOURI APPROVED PIPE BEDDIN G STI:;B&FD
DEPARTMENT OF
PUBL'C WORKS CITY ENGINEER & CRADLE FOR PB -2
ENGINEERING SANITARY SEWER PIPE
DIVISION DATE




